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S P E C I F I C A T I O N S  

 
Product Description: AIRLINE HOSE 

Part Number: 2035 / 2036 

Style: LOW PRESSURE 

 
GENERAL DESCRIPTION: 

Our 2035/2036 airline hose is NIOSH approved when used with 
one of our low pressure blasting helmets. Manufactured with 
Dixon quick connect couplers. 
 
CONSTRUCTION: 

• Inner nontoxic polyvinyl chloride clear 

• Reinforced braided polyester yarn 

• Outer green polyvinyl chloride 

• 80 shore A-Durometer 
 

SPECIFICATIONS: 

Temperature Range: -20° F (-28.8° C) to 150° F (65.5° C) 
Inner Diameter:  ½” (0.50 in) (1.27 cm) 
Outer Diameter:  ¾” (0.75 in) (1.9 cm) 
Maximum Pressure: 230 psi @ 70° F (21.1° C) 
 
FITTINGS: 

Manufacturer:  Dixon 
Type:   Quick-connect  
Air Fitting Size:  ½” (1.27 cm) nominal 
Coupler:   Steel electro-plated (P/N: 9700-72) 
Plug:   Steel electro-plated (P/N: 9700-72B) 
 
AVAILABLE LENGTHS: 

PN NV2035 50’ (15.2 m)  
PN NV2036 100’ (30.4 m)  
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